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used and which are capable of trans-
mitting to, and receiving from, at any
place on the route, at least one ground
facility:

(1) A transmitter, (2) two micro-
phones, (3) two headsets or one headset
and one speaker, (4) a marker beacon
receiver, () two independent receivers
for navigation, (6) two independent re-
ceivers for communications, and (7) for
extended overwater operations only, an
additional transmitter.

(c) For the purpose of paragraphs
(a)(b), (a)6), (b)(5), and (b)(6) of this
section, a receiver is independent if the
function of any part of it does not de-
pend on the functioning of any part of
another receiver. However, a receiver
that can receive both communications
and navigational signals may be used
in place of a separate communications
receiver and a separate navigational
signal receiver.

(d) Notwithstanding the require-
ments of paragraphs (a) and (b) of this
section, installation and use of a single
long-range navigation system and a
single long-range communication sys-
tem, for extended overwater oper-
ations, may be authorized by the Ad-
ministrator and approved in the certifi-
cate holder’s operations specifications.
The following are among the oper-
ational factors the Administrator may
consider in granting an authorization:

(1) The ability of the flightcrew to re-
liably fix the position of the airplane
within the degree of accuracy required
by ATC,

(2) The length of the route being
flown, and

(3) The duration of the very high fre-
quency communications gap.

[Doc. No. 16097, 43 FR 46783, Oct. 10, 1978, as
amended by Amdt. 135-58, 60 FR 65939, Dec.
20, 1995; Amdt. 135-61, 61 FR 7191, Feb. 26,
1996]

§135.167 Emergency equipment:
tended overwater operations.

(a) No person may operate an aircraft
in extended overwater operations un-
less it carries, installed in conspicu-
ously marked locations easily acces-
sible to the occupants if a ditching oc-
curs, the following equipment:

(1) An approved life preserver
equipped with an approved survivor lo-
cator light for each occupant of the
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aircraft. The life preserver must be eas-
ily accessible to each seated occupant.

(2) Enough approved liferafts of a
rated capacity and buoyancy to accom-
modate the occupants of the aircraft.

(b) Each liferaft required by para-
graph (a) of this section must be
equipped with or contain at least the
following:

(1) One approved survivor locator
light.

(2) One approved pyrotechnic sig-
naling device.

(3) Either—

(i) Omne survival kit, appropriately
equipped for the route to be flown; or

(ii) One canopy (for sail, sunshade, or
rain catcher);

(iii) One radar reflector;

(iv) One liferaft repair kit;

(v) One bailing bucket;

(vi) One signaling mirror;

(vii) One police whistle;

(viii) One raft knife;

(ix) One CO; bottle for emergency in-
flation;

(x) One inflation pump;

(xi) Two oars;

(xii) One 75-foot retaining line;

(xiii) One magnetic compass;

(xiv) One dye marker;

(xv) One flashlight having at least
two size ‘D’ cells or equivalent;

(xvi) A 2-day supply of emergency
food rations supplying at least 1,000
calories per day for each person;

(xvii) For each two persons the raft is
rated to carry, two pints of water or
one sea water desalting kit;

(xviii) One fishing kit; and

(xix) One book on survival appro-
priate for the area in which the air-
craft is operated.

(c) No person may operate an air-
plane in extended overwater operations
unless there is attached to one of the
life rafts required by paragraph (a) of
this section, an approved survival type
emergency locator transmitter. Bat-
teries used in this transmitter must be
replaced (or recharged, if the batteries
are rechargeable) when the transmitter
has been in use for more than 1 cumu-
lative hour, or, when 50 percent of their
useful life (or for rechargeable bat-
teries, 50 percent of their useful life of
charge) has expired, as established by
the transmitter manufacturer under its
approval. The new expiration date for
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replacing (or recharging) the battery
must be legibly marked on the outside
of the transmitter. The battery useful
life (or useful life of charge) require-
ments of this paragraph do not apply
to batteries (such as water-activated
batteries) that are essentially unaf-
fected during probable storage inter-
vals.

[Doc. No. 16097, 43 FR 46783, Oct. 10, 1978, as
amended by Amdt. 1354, 45 FR 38348, June
30, 1980; Amdt. 135-20, 51 FR 40710, Nov. 17,
1986; Amdt. 135-49, 59 FR 32058, June 21, 1994]

§135.169 Additional airworthiness re-
quirements.

(a) Except for commuter category
airplanes, no person may operate a
large airplane unless it meets the addi-
tional airworthiness requirements of
§§121.213 through 121.283 and 121.307 of
this chapter.

(b) No person may operate a recipro-
cating-engine or turbopropeller-pow-
ered small airplane that has a pas-
senger seating configuration, excluding
pilot seats, of 10 seats or more unless it
is type certificated—

(1) In the transport category;

(2) Before July 1, 1970, in the normal
category and meets special conditions
issued by the Administrator for air-
planes intended for use in operations
under this part;

(3) Before July 19, 1970, in the normal
category and meets the additional air-
worthiness standards in Special Fed-
eral Aviation Regulation No. 23;

(4) In the normal category and meets
the additional airworthiness standards
in appendix A;

(5) In the normal category and com-
plies with section 1.(a) of Special Fed-
eral Aviation Regulation No. 41;

(6) In the normal category and com-
plies with section 1.(b) of Special Fed-
eral Aviation Regulation No. 41; or

(7) In the commuter category.

(c) No person may operate a small
airplane with a passenger seating con-
figuration, excluding any pilot seat, of
10 seats or more, with a seating con-
figuration greater than the maximum
seating configuration used in that type
airplane in operations under this part
before August 19, 1977. This paragraph
does not apply to—

(1) An airplane that is type certifi-
cated in the transport category; or

§135.170

(2) An airplane that complies with—

(i) Appendix A of this part provided
that its passenger seating configura-
tion, excluding pilot seats, does not ex-
ceed 19 seats; or

(ii) Special Federal Aviation Regula-
tion No. 41.

(d) Cargo or baggage compartments:

(1) After March 20, 1991, each Class C
or D compartment, as defined in §25.857
of part 25 of this chapter, greater than
200 cubic feet in volume in a transport
category airplane type certificated
after January 1, 1958, must have ceiling
and sidewall panels which are con-
structed of:

(i) Glass fiber reinforced resin;

(ii) Materials which meet the test re-
quirements of part 25, appendix F, part
III of this chapter; or

(iii) In the case of liner installations
approved prior to March 20, 1989, alu-
minum.

(2) For compliance with this para-
graph, the term ‘‘liner’” includes any
design feature, such as a joint or fas-
tener, which would affect the capa-
bility of the liner to safely contain a
fire.

[Doc. No. 16097, 43 FR 46783, Oct. 10, 1978, as
amended by Amdt. 135-2, 44 FR 53731, Sept.
17, 1979; Amdt. 135-21, 52 FR 1836, Jan. 15,
1987; 52 FR 34745, Sept. 14, 1987; Amdt. 135-31,
54 FR 7389, Feb. 17, 1989; Amdt. 135-55, 60 FR
6628, Feb. 2, 1995]

§135.170 Materials for compartment
interiors.

(a) No person may operate an air-
plane that conforms to an amended or
supplemental type certificate issued in
accordance with SFAR No. 41 for a
maximum certificated takeoff weight
in excess of 12,500 pounds unless within
one year after issuance of the initial
airworthiness certificate under that
SFAR, the airplane meets the compart-
ment interior requirements set forth in
§25.853(a) in effect March 6, 1995 (for-
merly §25.853 (a), (b), (b-1), (b-2), and
(b-3) of this chapter in effect on Sep-
tember 26, 1978).

(b) Except for commuter category
airplanes and airplanes certificated
under Special Federal Aviation Regula-
tion No. 41, no person may operate a
large airplane unless it meets the fol-
lowing additional airworthiness re-
quirements:
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